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Upstage Storage Area

14'10 12" Ceilings

Dock Door opening:

9'10 11
16" Wide x 11'7" Tall
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Movie Screen

32'x48'
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Proscenium height 29'9"

Low Swag 26', High Swag 30'
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Truss Picked up by Chain Motors

Line Set Schedule
Pipe # From PL Description

30 25'-4"
29 24'-4"
28 23'-4"
27 22'-6"
26 21'-8"
25 20'-10"
24 20'-0"
23 19'-2"
22 18'-4"
21 17'-6"
20 16'-8"
19 15'-10"
18 14'-8"
17 13'-10"
16 13'-0"
15 12'-2"
14 11'-4"
13 10'-6"
12 9'-10"
11 9'-2"
10 8'-4"
9 7'-6"
8 6'-8"
7 5'-10"
6 5'-0"
5 4'-2"
4 3'-4"
3 2'-8"
2 2'-3"

Movie Screen 1'-6" Full Proscenium - 2" Thickness

1 1'-0"
Fire Screen 0'-6"

Downstage Winches
Pipe # From PL Description

W1 -2'-8"
W2 -3'-10"
W3 -4'-8"
W4 -5'-9"
W5 -7'-1" 1st Electric
W6 -8'-6"

Truss -9'-7"
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Sound and Stage
Management

FOH Lighting Cove

2 Pipes allowing
for over and under

hung instruments

Chain Motor - Sound Pick Chain Motor - Sound Pick

Scale 1/16"=1'0"


